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BOLLARD LAYOUT FOR 8' PAVEMENT

1” Chamfer,
All Edges Remo”vobnle ,Boll,?rds Shall
be 6"X6"X5-0" No. 2
Southern Yellow Pine.
Standard Bollard Shall Be See Std. Dwg.:
67X6"x6"—0" No. 2 Southern C-GC-82.
Yellow Pine. All Timbers are to
be Treated with AW.P.I L.P.22
[ 00T Type "D” Delineator

(Wolman Salts or Equal) and
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2 1/2” of Light Traffic Asphalt Drawing: TC—61.10.
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1/4” Steel Sleeve,
See Std. Dwg.:
G—-GC—-82

2’—8”
Compacted
Compacted Backfill

Earthen Backfill*

2'X2'X1’'=9 1/2”
Concrete Footer,

S Std. Dwag.:
3” Gravel Under Post BOLLARD SECTION Ce—eGC—82 "9

,Ia_O»

* The Contractor shall place the Compacted Earthen Backfill in 6—in Lifts and shall correctly plumb each
post.

Note: Upon completion of construction and when dry, a minimum of two coats of a water—repellant

stain/sealer for wood shall be applied to all exposed wood surfaces. Contractor shall submit color sample
to Grove City for approval.
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